WeS'Har Asbestos Analysis & Consulting Ltd.

For Energy North Construction
51 MacDonald Road
Whitehorse, YT Canada Y1A 3T4

Bulk Summary Report

Location : 55 Ogilvie Duplex

Project : Town Faro

16253 TownFar Sample Location / Description Result(s) TP
1 1 Drywall, Living Area 1-5 % Chrysotile Asbestos .T.
Multiple Layers and/or Phases See Detailed Asbestos Report
2 2 White Tile, Kitchen Flooring 85 -90 % Chrysotile Asbestos .T.
Multiple Layers and/or Phases See Detailed Asbestos Report
3 3 Carpet Grey/White, Living Area 1-5 % Chrysotile Asbestos .T.
Multiple Layers and/or Phases See Detailed Asbestos Report
4 4 Drywall, Upstairs 1-5 % Chrysotile Asbestos .T.
Multiple Layers and/or Phases See Detailed Asbestos Report
5 5 Carpet Grey, Upstairs 1-5 % Chrysotile Asbestos .T.
Multiple Layers and/or Phases See Detailed Asbestos Report
6 6 Stipple White, Living Room Ceiling 5-10 % Chrysotile Asbestos .T.
Multiple Layers and/or Phases See Detailed Asbestos Report
7 7 Paint (Lead Test), Garage Door 21,000 mg/Kg .T.
See Detailed Lead Report
8 8 ‘White Tub Surround, Bathroom 1-5 % Chrysotile Asbestos .T.
Multiple Layers and/or Phases See Detailed Asbestos Report
Comments
See Detailed Bulk Specific Report for Analytical Method and Associated Detection Limit
TP Means Tested Positive for the Analysis Requested; T - Present
LP - Means Percent : Layer or Phase of Whole SampleACM Means Asbestos Containing Material; T
DNQ - Means Detected Not Quantitated
Samples Submitted Will Be Retained For 30 Days After Receipt And Will Be Disposed Of Thereafter Unless Otherwise Notified In Writing
Sample Submitted By Energy North Construction
G. Nawrocki
April 10, 2017 Reviewed By
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WeS-Hal‘ Asbestos Analysis & Consulting Ltd.

For Energy North Construction

51 MacDonald Road

Whitehorse, YT Canada Y1A 3T4

16253

Sample Location / Description

Detailed Bulk Asbestos Report

Result(s)

Location : 55 Ogilvie Duplex
Project : Town Faro

Analyzed Analyst ACM

1.1

Drywall, Living Area

Layer 1 Beige / Cream Coating

* Subjected To An Ashing Procedure

1-5 % Chrysotile Asbestos
> 95 % Non-fibrous

Apr 62017 HM .T.

LP 5%

1.2 Drywall, Living Area Asbestos Fibres Not Detected Apr 62017 HM ---
95 -100 % Cellulose Fibres
Layer 2 Brown Fibrous > 1 % Non-fibrous LP 5%
1.3 Drywall, Living Area Asbestos Fibres Not Detected Apr 62017 HM ---
5 - 10 % Cellulose Fibres
Layer 3 Grey > 90 % Non-fibrous LP 90 %
2.1 White Tile, Kitchen Flooring Asbestos Fibres Not Detected

Layer 1 Clear

* Layer 1, 2, 3 and 4 Composite Subjected To An Ashing Procedure

95 -100 % Non-fibrous

Apr 62017 HM ---

LP 5%

2.2 White Tile, Kitchen Flooring Asbestos Fibres Not Detected Apr 62017 HM ---
95 -100 % Non-fibrous
Layer 2 Cream Spongy LP 10%
2.3 White Tile, Kitchen Flooring Asbestos Fibres Not Detected Apr 62017 HM ---
95 -100 % Non-fibrous
Layer 3 Cream LP 14 %
2.4 White Tile, Kitchen Flooring Asbestos Fibres Not Detected Apr 62017 HM ---
95 -100 % Non-fibrous
Layer 4 Yellow Mastic LP 1%
2.5 White Tile, Kitchen Flooring Asbestos Fibres Not Detected

Layer 5 Clear

* Layers 5, 6, 7 and 8 Composite Subjected To An Ashing Procedure

95 -100 % Non-fibrous

Apr 62017 HM ---

LP 5%

2.6 White Tile, Kitchen Flooring Asbestos Fibres Not Detected Apr 62017 HM ---
95 -100 % Non-fibrous
Layer 6 Patterned Spongy LP 10 %
2.7 White Tile, Kitchen Flooring Asbestos Fibres Not Detected Apr 62017 HM ---
50 - 60 % Cellulose Fibres
Layer 7 Cream Fibrous > 40 % Non-fibrous LP 14 %
Lab File Unit 115 13988 Maycrest Way, Richmond British Columbia V6V 3C3 (604) - 279 - 9445
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WeS-Hal‘ Asbestos Analysis & Consulting Ltd.

For Energy North Construction

16253 TownFaro Sample Location / Description

Detailed Bulk Asbestos Report

Result(s)

Location : 55 Ogilvie Duplex
Project : Town Faro

Analyzed Analyst ACM

2.8 2 White Tile, Kitchen Flooring Asbestos Fibres Not Detected Apr 62017 HM ---
95 -100 % Non-fibrous
Layer 8 Cream Mastic LP 1%
2.9 2 White Tile, Kitchen Flooring Asbestos Fibres Not Detected Apr 62017 HM ---

Layer 9 Beige Pattern
* Subjected To An Ashing Procedure

95 -100 % Non-fibrous

LP 20 %

2.10 2 White Tile, Kitchen Flooring

Layer 10 Grey Fibrous

* Subjected To An Ashing Procedure

85-90 % Chrysotile Asbestos
>10 % Non-fibrous

Apr 62017 HM .T.

LP 20 %

Carpet Grey/White, Living Area

Phase 1 Layer 1
* Layer 1, 2 and 3 Composite Subjected To An Ashing Procedure

Asbestos Fibres Not Detected
95 -100 % Synthetic Fibres
> 1 % Non-fibrous

Apr 62017 HM ---

LP 40 %

3.2 3 Carpet Grey/White, Living Area Asbestos Fibres Not Detected Apr 62017 HM ---
95 -100 % Non-fibrous
Phase 1 Layer 2 LP 5%
3.3 3 Carpet Grey/White, Living Area Asbestos Fibres Not Detected Apr 62017 HM ---
95 -100 % Non-fibrous
Phase 1 Layer 3 LP 40 %
3.4 3 Carpet Grey/White, Living Area Asbestos Fibres Not Detected Apr 62017 HM ---

Phase 2 Layer 1
* Subjected To An Ashing Procedure

95 -100 % Non-fibrous

LP 1%

Carpet Grey/White, Living Area

Phase 2 Layer 2

* Subjected To An Ashing Procedure

1-5 % Chrysotile Asbestos
> 95 % Non-fibrous

Apr 62017 HM .T.

LP 13 %

Carpet Grey/White, Living Area

Phase 2 Layer 3

* Subjected To An Ashing Procedure

1-5 % Chrysotile Asbestos
> 95 % Non-fibrous

Apr 62017 HM .T.

LP 1%

Lab File 16253
ClientId: TownFaro

Client Reference 1d:

American Industrial Hygiene Association BAPAT Lab. Id. No. 149340
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Town of Faro



WeS-Hal‘ Asbestos Analysis & Consulting Ltd.

For Energy North Construction

16253 TownFaro

Sample Location / Description

Detailed Bulk Asbestos Report

Result(s)

Location : 55 Ogilvie Duplex
Project : Town Faro

Analyzed Analyst ACM

4.1 4 Drywall, Upstairs

Layer 1 Beige / White Coating

* Subjected To An Ashing Procedure

1-5 % Chrysotile Asbestos
> 95 % Non-fibrous

Apr 62017 HM .T.

LP 15%

Asbestos Fibres Not Detected
95 -100 % Cellulose Fibres
> 1 % Non-fibrous

Apr 62017 HM ---

LP 15%

Asbestos Fibres Not Detected
5 -10 % Cellulose Fibres
> 90 % Non-fibrous

Apr 62017 HM ---

LP 70 %

4.2 4 Drywall, Upstairs
Layer 2 Brown Fibrous

4.3 4 Drywall, Upstairs
Layer 3 Grey

5.1 5 Carpet Grey, Upstairs

Phase 1 Layer 1 Grey Fibrous
* Layer 1, 2 and 3 Composite Subjected To An Ashing Procedure

Asbestos Fibres Not Detected
95 -100 % Synthetic Fibres
> 1 % Non-fibrous

Apr 62017 HM ---

LP 40 %

Asbestos Fibres Not Detected
95 -100 % Non-fibrous

Apr 62017 HM ---

LP 5%

Asbestos Fibres Not Detected
95 -100 % Non-fibrous

Apr 62017 HM ---

LP 40 %

5.2 5 Carpet Grey, Upstairs

Phase 1 Layer 2 Cream Mastic
5.3 5 Carpet Grey, Upstairs

Phase 1 Layer 3 Multicoloured Spongy
5.4 5 Carpet Grey, Upstairs

Phase 2 Layer 1 Yellow Mastic
* Subjected To An Ashing Procedure

Asbestos Fibres Not Detected
95 -100 % Non-fibrous

Apr 62017 HM ---

LP 1%

Carpet Grey, Upstairs

Phase 2 Layer 2 Beige

* Subjected To An Ashing Procedure

1-5 % Chrysotile Asbestos
> 95 % Non-fibrous

Apr 62017 HM .T.

LP 13 %

Carpet Grey, Upstairs

Phase 2 Layer 3

* Subjected To An Ashing Procedure

1-5 % Chrysotile Asbestos
> 95 % Non-fibrous

Apr 62017 HM .T.

LP 1%

Lab File 16253
ClientId: TownFaro

Unit 115 13988 Maycrest Way, Richmond British Columbia V6V 3C3

Client Reference 1d:

American Industrial Hygiene Association BAPAT Lab. Id. No. 149340

(604) - 279 - 9445

Town of Faro



WeS-Hal‘ Asbestos Analysis & Consulting Ltd.

For Energy North Construction

16253 TownFaro Sample Location / Description

Detailed Bulk Asbestos Report

Result(s)

Location : 55 Ogilvie Duplex
Project : Town Faro

Analyzed Analyst ACM

6.1 6 Stipple White, Living Room Ceiling

Layer 1 Beige Texture / White Coating

* Subjected To An Ashing Procedure

5-10 % Chrysotile Asbestos
DNQ Perlite
> 90 % Non-fibrous

Apr 62017 HM .T.

LP 25 %

Stipple White, Living Room Ceiling

Layer 2 Beige / Cream Fibrous

* Subjected To An Ashing Procedure

1-5 % Chrysotile Asbestos
> 95 % Non-fibrous

Apr 62017 HM .T.

LP 25%

6.3 6 Stipple White, Living Room Ceiling Asbestos Fibres Not Detected Apr 62017 HM ---
95 -100 % Cellulose Fibres
Layer 3 Brown Fibrous > 1 % Non-fibrous LP 25%
6.4 6 Stipple White, Living Room Ceiling Asbestos Fibres Not Detected Apr 62017 HM ---
5-10 % Cellulose Fibres
Layer 4 Grey > 90 % Non-fibrous LP 25%
8.1 8 White Tub Surround, Bathroom Asbestos Fibres Not Detected Apr 62017 HM ---
95 -100 % Non-fibrous
Phase 1 Layer 1 Tan / White Gloss LP 70 %
8.2 8 White Tub Surround, Bathroom Asbestos Fibres Not Detected Apr 62017 HM ---

Phase 1 Layer 2 Yellow Mastic
* Subjected To An Ashing Procedure

95 -100 % Non-fibrous

LP 5%

White Tub Surround, Bathroom

Phase 1 Layer 3 Beige

* Subjected To An Ashing Procedure

1-5 % Chrysotile Asbestos
> 95 % Non-fibrous

Apr 62017 HM .T.

LP 5%

Asbestos Fibres Not Detected
95 -100 % Cellulose Fibres
> 1 % Non-fibrous

Apr 62017 HM ---

LP 10 %

8. 4 8 White Tub Surround, Bathroom
Phase 1 Layer 4 Brown Fibrous
8.5 8 White Tub Surround, Bathroom

Phase 2 Layer 1 White
* Subjected To An Ashing Procedure

Asbestos Fibres Not Detected
95 -100 % Non-fibrous

Apr 62017 HM ---

LP 5%

Lab File 16253
ClientId: TownFaro

Client Reference 1d:

American Industrial Hygiene Association BAPAT Lab. Id. No. 149340

Unit 115 13988 Maycrest Way, Richmond British Columbia V6V 3C3 (604) - 279 - 9445

Town of Faro



WeS-Hal‘ Asbestos Analysis & Consulting Ltd.

For Energy North Construction

16253 TownFaro Sample Location / Description

Detailed Bulk Asbestos Report
Location : 55 Ogilvie Duplex

Project : Town Faro

Result(s) Analyzed Analyst ACM

8.6 8 White Tub Surround, Bathroom

Phase 2 Layer 2 White Rubbery Bead
* Subjected To An Ashing Procedure

Asbestos Fibres Not Detected Apr 62017 HM ---
95 -100 % Non-fibrous
LP 5%

Comments

Samples Analyzed In Accordance With The NIOSH ASBESTOS (bulk) by PLM Method 9002 [15 August 1994]
Asbestos may be detected at Less Than 0.5 % by Visual Estimation, but this detection limit is highly material dependant

ACM Means Asbestos Containing Material; T - Present

LP - Means Percent : Layer or Phase of Whole SampleACM Means Asbestos Containing Material; T

DNQ - Means Detected Not Quantitated

Samples Submitted Will Be Retained For 30 Days After Receipt And Will Be Disposed Of Thereafter Unless Otherwise Notified In Writing

Sample Submitted By Energy North Construction

H. McKnight G. Nawrocki
April 06,2017 [Facsimile] Analyst Reviewed By
Lab File 16253 Unit 115 13988 Maycrest Way, Richmond British Columbia V6V 3C3 (604) - 279 - 9445
Clientld: TownFaro Client Reference Id: Town of Faro

American Industrial Hygiene Association BAPAT Lab. Id. No. 149340



WeS'Har Asbestos Analysis & Consulting Ltd. 1
Detailed Lead in Paint Report

For Energy North Construction Location : 55 Ogilvie Duplex
51 MacDonald Road
Whitehorse, YT Canada Y1A 3T4 Project : Town Faro
16253 TownFaro Sample Location / Description Result(s) LDM
7 0 7 Paint (Lead Test), Garage Door 21,000 mg/Kg Apr 10 2017 .T.

Reporting Limit: 24 mg/Kg
Lead in Paint

Comments

Samples Analyzed by : ALS Environmental, Cincinnati, Ohio
Method : SW6010B Lead Paint by ICP
ICP: Inductively Coupled Plasma
< Means Less Than
LDM Means Lead Detected in Material; T - Present
Samples Submitted Will Be Retained For 30 Days After Receipt And Will Be Disposed Of Thereafter Unless Otherwise Notified In Writing

Sample Submitted By Energy North Construction

G. Nawrocki
April 10,2017 [Facsimile] Reviewed By
Lab File 16253 Unit 115 13988 Maycrest Way, Richmond British Columbia V6V 3C3 (604) - 279 - 9445

ClientId :  TownFaro Client Reference Id: Town of Faro



